Anti-Seize & Lubricating Compound
PRODUCT DATA

o> NEVER-SEEZ"

Product Description

Never-Seez® High Temperature Stainless is a superior,
high temperature anti-seize and extreme pressure
lubricant which protects up to 2200°F (1204°C).
It contains fine metallic and graphite particles
suspended in a specially formulated grease.
Recommended when applications prohibit the
presence of nickel, especially when resistance to
corrosive acidic and caustic solutions is required.

Product Benefits

Excellent resistance to corrosion.
Prevents seizure at high temperatures.
Resists galvanic action between
dissimilar metals.

Speeds disassembly.

Prevents galling.

Resists alkaline solutions, chemical and
acid vapors, road salt, steam, salt water
and iodized water.

Product Applications

e Fasteners in steel mills and power plants
e Stainless steel pipe fittings, flanges, pump

fittings and unions

e Fasteners in exhaust manifolds
e Reactor bolts

e Turbine bolts

e Gauges and fittings

High Temperature

Stainless

Technical Specifications

Color

Silver Gray

Temperature Resistance, °F (°C)

-297 °F t0 2200 °F (-183°Cto 1204°C)

Limitations

Particle Size, mil (microns)

2 maximum (50 p)

Never-Seez® High Temperature Stainless is
not recommended for high speed bearing
applications. Never-Seez® Red Bearing
Lubricant is suggested for these applications.
In applications where indirect food contact is
possible, use USDA approved Never-Seez®
White Food Grade with PTFE.

Other Anti-Seize Lubricants

e Regular Grade

® Nuclear Grade, Nickel Special

e Pure Nickel Special

e Nuclear Grade, High Temperature Stainless
e Marine Grade

e Blue Moly Lubricant

e Black Moly Lubricant

® Red Bearing Lubricant

o White Food Grade with PTFE

e High Temperature Bearing Lubricant
¢ Pipe Compound with Teflon®

® Teflon is a Registered Trademark of Dupont.

Density (g/cm®) 1.23t01.29

ASTM Test Method
NLGI Grade 1 D-217
Flash Point, °F (°C) >482°F (250°C) D-92
Dropping Point, °F (°C) >350°F (177°C) D-566
Worked Penetration (60 strokes) 300-350 D-217
Torque Coefficient, k factor 0.16
Coefficient of Friction 0.08 D-2625A
Extreme Pressure, psi 32,000

Specifications: MIL-A-907.






