
Description

Never-Seez® Lithium EP Grease is a multi-
purpose lubricant for maximum protection of
highly stressed mechanical components in a
wide range of operating temperatures.  This
NLGI 2 product offers extreme pressure
performance, high load protection and corrosion
resistance.  A medium viscosity base oil with
lithium soap thickener, it offers superior
lubricating properties at low to moderate speeds,
in tempeatures from 10°F to 250°F (-12°C to
121°C).  Available in a convenient 14 ounce
cartridge, it can be used for hand gun
application on a wide variety of equipment.

Product Applications

• Lubricate and protect wheel bearings, chassis
points, universal and ball joints on highway, 
off-highway and farm equipment.

• Heavy load mills, presses, crushers.

Product Benefits

• NLGI 2
• Extreme pressure performance
• Multi-purpose
• High load protection
• Corrosion resistant

Other Anti-Seize Lubricants

•Regular Grade
•Nuclear Grade, Nickel Special
•Pure Nickel Special
•High Temp Stainless
•High Temp Stainless, Nuclear Certified
•Marine Grade
•Blue Moly
•Black Moly
•Red Bearing Lubricant
•White Food Grade with PTFE
•High Temperature Bearing Lubricant
•Pipe Compound with Teflon®

®Teflon is a Registered Trademark of Dupont.

Technical Specifications

Color Amber Brown

Temperature Range, °F (°C) 10°F to 250°F (-12°C to 121°C)

Density, (g/cm3) 0.89 to 0.91

Soap Lithium

NLGI Grade 2

Flash Point, °F (°C) >482°F (>250°C)

Dropping Point, °F (°C) >350°F (>177°C)

Base Oil Viscosity 750 SUS @ 104°F (40°C)

Worked Penetration (60 strokes), mm 265 -295

Water Washout, % loss <5%

Extreme Pressure, Timken Test >40 lb.

P R O D U C T  D A T A

NEVER•SEEZ®

Anti-Seize & Lubricating Compound

Shelf Life: Never-Seez® Lithium EP Grease does not deteriorate with age when stored unopened at temperatures below 120°F (49°C). 
Quality and performance are guaranteed for two years from the date of manufacture on unopened containers.

Use in accordance with Material Safety Data Sheet.

Ordering Information

LITHIUM EP GREASE

STOCK NUMBER DESCRIPTION SIZE

PM 210 Cartridge 14 oz.

N68-04/04/02-2M

Lithium EP Grease

IMPORTANT NOTICE
All statements, technical information and recommendations set forth herein are based on tests which Bostik Findley, Inc. believes to be
reliable.  However, Bostik FIndley does not guarantee their accuracy or completeness.  The buyer should conduct its own tests of this
product before use to determine proper preparation technique and suitability for proposed application.  Any sales of this product shall
be on terms and conditions set forth on Bostik Findley's order acknowledgment.  Bostik Findley, Inc. warrants that the product
conforms with Bostik Findley’s written specifications, and is free from defects.  BOSTIK FINDLEY, INC. DISCLAIMS ALL OTHER
WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING THE WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE.  THE BUYER'S SOLE REMEDY FOR NONCOMPLIANCE WITH THIS WARRANTY SHALL BE FOR THE
REPLACEMENT OF THE PRODUCT OR REFUND OF THE BUYER'S PURCHASE PRICE.  IN NO CASE WILL BOSTIK FINDLEY BE
LIABLE FOR DIRECT, CONSEQUENTIAL ECONOMIC OR OTHER DAMAGES.

Bostik Findley, Inc.
211 Boston Street
Middleton, MA 1949-2128  USA
Technical Service:  888-603-8558
FAX:  978-750-7293
http://www.bostikfindley-us.com


